
1/4”  DSP High Res. 22x Color Zoom Camera

JCC-4422AFZ
530 TVL  0.4 Lux   0.7 Lux

Features
î1/4" Sony Super HAD Color CCD

îNTSC: 811 x 508 Pixels

     PAL: 795 x 596 Pixels

î530 TV Lines/ 0 .7 Lux @F1.6

î22x Opt ical Zoom

     (3.9mm ~ 85.8mm/F1.6 ~ F3.7)

î16x Digital Zoom

îRS-485 Port for Remote Control

î6-pin Dry Contact Provided

î128 Preset Point

îDC 12V

îOSD Setup Menu for

      Electronic Shutter Adjustment

      White Balance Adjustment

      Gain Control Adjustment

      Backlight Compensation Adjustment

      Flicker less Adjustment

      Zoom Speed Adjustment

      Focus Mode Adjustment

      Color Video Adjustment
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Specification

Mod el  JCC-4422AFZ 

Pick Up Element  1/4"  Sony Super HAD Color CCD Sensor 

Pictu re Element NTSC: 811 (H) x 508 (V) Pixels ; PAL: 795 (H) x 596 (V) Pixels 

Synchronization In ter na l 

Scanning  System  2 :  1  In terlace 

Resolution Horizonta l 470 TV Lines 

Low -lig ht Sensit iv ity 0.7 Lux @F1.6 

Lens Bu ilt -in  22x AF Z oom Lens (f3 .9mm ~ f85.8mm /F1.6 ~ F3.7) 

Minim um Object Distance 0.01 Meter (Wide) ; 1.0 Meter (T ele) 

Digital Zo om 16x Digita l Zoom (2x ~ 16x Variable) 

OSD Setup M enu Zoom, Focus, WBC, BLC, Shutter,  Camera ID, User Tit le  

Zoo m Speed 5 sec. Mode / 7 sec.  Mode / 9  sec. Mode Adjustable 

Focus Control Auto /  Manual /  Push Auto Modes Adjustab le 

Brightness Control Manual (Brightness Up / Down) 

White Balance Auto / H ue /  Indoor /  Outdoor / Manua l / Push Auto White  Balance Modes Adjus table 

Iris  Co ntrol  Auto / Manual 

Gain Control Auto /  Manua l (1dB ~ 26 dB) 

Shu tter Speed 1/60 (50)  sec.  ~ 1 /30,000 sec.  with 29-step Manual Shut ter Speed Adjustab le 

Flickerles s On / Off Adjustab le - On: 1 /100 (120) sec. 

Backlight Com pensation On / Auto (Center /  Up /  Down /  Lef t / R ight) /  Super /  Off  Modes Adjustab le 

S/N R atio More than 48 dB (AGC Off) 

Negative / Posit ive Negative On/Off  Adjustable 

Zoo m/Focus Preset 128 Preset  Point 

Cam era Control RS-485 Port or 6-p in Dry Contact 

Key  Control  Tele, Wide, N ear, Far & Menu Key Provided 

Vid eo  Ou tp ut 1.0 Vp-p Composite  Video Output ;  75 Ohm 

Operating Temp erature - 5° ~ + 50°C / RH 85% or Less  

Power Consum ption Max. 4.1 W 

Power Supply DC 12V 

Dimension 60mm (W) x 51mm (H) x 130mm (D) 

Weight 650 Gr ams 
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