
 

 

 

AE-VC124T-IT 

IR Dome Mobile Camera 

 

Key Features 

 

 1.0 mega progressive scan CMOS 

 Coaxial HD, resolution up to 720p  

 Low illumination, 0.1 lux @ (F1.2, AGC ON), 0 lux with IR 

 Adopts wide-angle lens  

 Adopts electronic shutter to adapt to different environment 

 Supports auto gain control, self-adaption to light 

 High reliability with IP 68 

 Shock-proof design with aviation ports 

Dimensions 



 

 

 

 

 

 

Model AE-VC124T-IT 

Camera 

Image sensor 1.0 Mega Progressive Scan CMOS 

Video format PAL 

Min. illumination 0.1 Lux @ (F1.2, AGC ON) , 0 Lux with IR 

Shutter time 1/25 s to 1/50,000 s 

Lens 2.1 mm 

Lens mount M 12 

Angle adjustment Pan: -7° to 7°; Tilt: -7° to 15°; Roll: 0° to 360° 

Day & Night Electronic 

Frame rate 720p@25fps 

Synchronization Internal 

S/N ratio > 62 dB 

Interfaces 

Video output 1 Vp-p Composite Output  

Wire sequence (aviation plug) 1-Video, 2-GND, 3-Power, 4-GND 

General 

Working temperature -30 °C to 70 ° C (-22 °F to 158 °F) 

Working humidity 90% 

Power supply 6 VDC to 16 VDC 

Power consumption Max. 2.5 W 

IR range 10 m to 20 m 

Protection level IP 68 

Dimension (L x W x H) 74 mm x 66 mm x 57 mm (2.91" x 2.60" x 2.24") 

Weight 210 g (0.46 lb) 

Specifications 

AE-VC124T-IT 

Available Model 



 

 

20181112 

 


