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Model No JCH-180 JCH-210 JCH-220 JCH-230 

Appearance Size 
110mm (W) x 100mm (H) x  

390mm (L) 

142mm (W) x 115mm (H) x 

 370mm (L) 

113mm (W) x 106mm (H) x 

 410mm (L) 

147mm (W) x 140mm (H) x  

470mm (L) 

Suitable Camera Size 
76mm (W) x 62mm (H) x 

270mm(L) 

100mm (W) x 80mm (H) x 

300mm (L) 

76mm (W) x 72mm (H) x 

300mm(L) 

105mm (W) x 100mm (H) x  

320mm (L) 

Input Voltage 
12VDC / 24VAC / 110VAC /  

220VAC 

12VDC / 24VAC / 110VAC /  

220VAC 

12VDC / 24VAC / 110VAC /  

220VAC 

12VDC / 24VAC / 110VAC /  

220VAC 

Packing 15 pcs in one carton 12 pcs in one carton 10 pcs in one carton 8 pcs in one carton 

N.W, G.W. Cu’ft 18kg, 19.5Kg, 3.5Cu’ft 19.2kg, 20.5Kg, 3.5Cu’ ft 17kg, 19.2Kg, 2.9Cu’ ft 20.8kg, 23.6Kg, 3.0Cu’ft 

Optional Features H: Heater 
H: Heater / B: Blower / HB: 

Heater + Blower 

H: Heater ; B: Blower ; HB: 

Heater + Blower 

H: Heater ; B: Blower ; HB: 

Heater + Blower 

Camera Housings

Light-Duty Indoor Camera Housing

Medium-Duty Weatherproof Camera Housing

Medium-Duty Weatherproof Camera Housing

Medium-Duty Weatherproof Camera Housing

JCH-180

JCH-210

JCH-220

JCH-230

Medium-Duty Weather-Proof Camera Housing

Medium-Duty Weather-Proof Camera Housing

Medium-Duty Weather-Proof Camera Housing

Medium-Duty Indoor Camera Housing

JCH-240

JCH-250

JCH-260

JCH-270

■ JCH-210■ JCH-180

■ JCH-220 ■ JCH-230

Specification

■ JCH-240

■ JCH-250
■ JCH-260

■ JCH-270

 

Model No JCH-240 JCH-250 JCH-260 JCH-270 

Appearance Size 

145mm (W) x 110mm (H) x 

336mm (L) 

138mm (W) x 117mm (H) x 

375mm (L) 

151mm (W) x 140mm (H) x 

381mm (L) 

125mm (W) x 100mm (H) x 

335mm (L) 

Suitable Camera Size 

97mm (W) x 85mm (H) x 

260mm (L) 

100mm (W) x 75mm (H) x 

260mm (L) 

95mm (W) x 80mm (H) x 

250mm (L) 

100mm (W) x 70mm (H) x 

280mm (L) 

Input Voltage 

12VDC / 24VAC / 110VAC / 

220VAC 

12VDC / 24VAC / 110VAC / 

220VAC 

12VDC / 24VAC / 110VAC / 

220VAC 

12VDC / 24VAC / 110VAC / 

220VAC 

Packing 12 pcs in one carton 12 pcs in one carton 8 pcs in one carton 12 pcs in one carton 

N.W, G.W. Cu’ft 10.7Kg, 12.0Kg, 3.5Cu’ft 17.7Kg, 19.0Kg, 2.9Cu’ft 12.0Kg, 15.0Kg, 3.0Cu’ft 17Kg, 21Kg, 4.5Cu’ft 

Optional Features 

H: Heater / B: Blower / HB: 

Heater + Blower 

H: Heater / B: Blower / HB: 

Heater + Blower 

H: Heater / B: Blower / HB: 

Heater + Blower 

--- 
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Mode l No JC-1 06/JC-106 S/J C-10 6L J C-108 /JC-10 8L J C-208  J C-21 8 

C onstruct ion Alum in um/Be ige  Color 
Alum in um with  Be ig e Baked  

Ena mel 
A lum inu m/Beige Alum in um/Be ige  

Ma x. Load  1.5  Kg 10.0  Kg / 1 5.0  Kg  10  Kg Collo ca ted  with JC-105  

D imen sion 
115 mm (H) x 4 6m m(D) 20 5m m(H) / 5 00m m(H) 

1 15m m(H) x 75 mm (D) 

x208 mm (L) 
Max.1 40m m Min .90 mm  

Sw ivel A ngle  3 60  deg ree 360  de gree 36 0 d egre e --- 

Tilt An gle 90 deg re e 90  deg ree 12 0 d egre e --- 

Packin g 10 0/5 0/10 0 pcs in on e carton  20/3  pcs in  on e carton 20  pcs in one  ca rton 20  pcs in  one  carton 

Mounting Bracket

■ JC-102L ■ JC-102
■ JC-103

■ JC-104
■ JC-104S

■ JC-105 / JC-105A

 

Model No JC-102 / JC-102L JC-103 JC-104 / JC104S JC-105 / JC-105A 

Construction Metal with Sliver Enam el P lastic ABS P lastic / Beige Aluminum with Beige Baked Enamel 

Max. Load 2.0 Kg 1.5 Kg 1.5 Kg 10.0 Kg 

Dimension 
JC-102L:225(H)x108(D)mm 

JC-102:220(H)x108(D)mm 
160mm(H) x 90mm(D) 

JC-104:160mm(H)x90mm(D) 

JC-104S:115mm(H)x 80mm(D) 
83(W )x99(L)x275(H)mm 

Swivel Angle 360 degree 360 degree 360 degree 360 degree 

Tilt Angle 120 degree 120 degree 90 degree 90 degree 

Packing 20 pcs in one carton 50 pcs in one carton 50 pcs in one carton 20 pcs in one carton 

■ JC-218

■ JC-108
■ JC-208

■ JC-108L

Specification

Specification

■ JC-106
  JC-106L

■ JC-106S


