
〉HDMI/VGA/CVBS Outputs

〉Dual Stream Transmission

〉Full Real-time 1080P@25/30fps Records

〉Support Video Input Format up to 1080P@50/60fps for Each Channel

FEATURES

VR-AA0404I
FUll Range HD-SDI DVR
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SYSTEM
Compression Format H.264
Operating System Embedded Linux
VIDEO/AUDIO
Video Input SDI x 4
Video Output VGAx1(1080P), HDMIx1(1080P)
Audio Input RCA x 4
Audio Output RCA x 1
RECORD
Video Frame 100FPS(PAL);120FPS(NTSC)
Resolution 1080P(1920x1080)
Video Stream 128k~12Mbps
Coding Scheme VBR/CBR
Record Mode Manual recording, Timer recording, Motion detection recording, Sensor

alarm recording
PLAYBACK
Playback CH 4CH
Search Mode Time / calendar search, Time search（Motion detecting events, External

alarm time）
Playback Function Playback, Pause, Fast Forward, Fast Backward, Digital Zoom, Double-click

Timeline Playback, Montage etc.
ALARM
Alarm Mode Sensor Alarm, Motion Detection Alarm, Video Loss Alarm
Sensor Input 4CH
Relay Output 1CH
NETWORK
Network Interface RJ45 (1000M)
Protocol TCP/IP,UDP,DHCP,DNS,PPPoE，DDNS,Email
Max User Access Support up to 16 users，Support main stream and sub-stream real-time

transmission
Remote Access Internet Explorer , Smart Phone Access, CMS
Mobile Surveillance Symbian/Iphone/Windows mobile/Android
CONNECTOR
HDD Type SATAx1, ESATAx1
RS485 RS485x2，1 Connect PTZ，1 Connenct keyboard
USB USBx2,1 Connect Mouse，One for Back-up
Remote Controller Yes
OTHERS
Current Consumption DC:12V(5A)
Dimention 1U: 340x280x48mm(WxDxH)

SPECIFICATIONS


