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Napajeci transformatory 12 nebo ZKVAC

TRF...

Primyslové zdroje

1205 1214 1214-DIN TRF-2410T ..T-IP55 ...T-IP55-H
ey s , OBJEDNACI NAZEV KOD POZNAMKA

| TRF-12...zalite provedenl TRF-0512 100-002 230VAC/12VAG0,5VA

| TRF-12...-DIN montaz na DIN 35 TRF-1214 100-001 230VAC/12VAG-14VA

I TRF-24...toroidni transformatory TRF-1214DIN 100-010 230VAC/12VAG14VA

| TRF-24...-IP55 — IP55 kryt TRF-1214W-DIN 100014 230VAC/12VAG-14VA
TRF-1205/4T 100230 230VAC/12VAG-4x0,5VA

| TRF-24...-IP55-H —IP55 kryt TRF-24100T 100203 230VAC/24VAG-100VA

S p‘fepét'OVOU ochranou TRF-24100T-IP55 100213 230VAG/24VAG100VA

TRF-24100T-IP55-H 100223 230VAC/24VAC-100VA

TRF-2420T 100-202 230VAC/24VAG-20VA

TRF-2420T-IP55 100212 230VAC/24VAG-20VA

TRF-2420T-IP55-H 100222 230VAC/24VAG-20VA

TRF-0512 - napajeni minivysilacu

m—){ MT-BOX ] m—){ TS-V-BOX ]

TRF-1214 - napajeni optickych a twist prevodniki

TRF-1205/4T- napajeni minivysilacti s rozdilem PE

GRX-BOX ] PE1 TS-V-BOX ] PE1
GRX-BOX | re2 TS-V-BOX | pe2
GRX-BOX | Pe3 TS-v-BOX | PE3
GRX-BOX | pea Ts-v-BOX | pea

TRF-24... - napdjeni optickych a twist pfevodnikd
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Instalacni manual REV:201101

Transformatory
Primyslové zdroje

Transformatory — popis a technické parametry

Transformatory jsou uréeny pro napdjeni pfevodnikd ve vnitfnich instalacich umisténych do rozvadécu, poptipadé ve venkovnich
instalacich ve verzich IP55 s volitelnou pfepétovou ochranou tfidy D.
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